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TGW’s ERS Right Angle Sorter is a high-performance Urethane Belt Transfer (UBT) that transfers products on-the-fly, 
greatly enhancing throughput. The ERS diverts products at 90 degrees, changing product orientation, at rates up to 
40 cartons per minute. 

While the design of the ERS is similar to TGW’s XenoROL UBT, there are several important differences. The addition 
of the anti-roll-off device retains the transfer belt in the groove of the carrying sheaves while picking up the product as it 
moves across the transfer, also known as picking up “on-the-fly”. Rolling round belts out of the wheel grooves is a common 
problem when transferring heavy products at high speeds and elevated sort rates. Other optional upgrades are 
variable frequency drives on bi-directional transfers to fine tune the system, extended urethane carrying belts through the 
frame of the transfer to provide a smooth transition to the adjacent or receiving conveyor, and multiple quantities of 
belts per transfer. Solenoid valves are pre-mounted and piped to the transfer (24 or 120 VDC) in each ERS.  

Technical Data

XenoROL® 
ERS Right Angle Sorter
O n - t h e - f l y  s o r t a t i o n  w i t h  h i g h  t h ro u g h p u t    

>	 Max. Product Weight		  50 lbs/ft or 75 lbs/product
>	 Min. Product Dimensions		  6" wide x 9" long
>	 Standard Widths		  13", 16", 22", 28", 34" between frames
>	 Min. Distance Between		  40"		
	 Transfers		   
>	 Max. Sortation Throughput		  40 ppm



Driven from adjacent line-shaft conveyor for rates up to 40 ppm or self-
powered for reversing applications

Lower energy consumption, less noise

Urethane belt “anti-roll-off” design Less maintenance, greater uptime

Pre-mounted solenoid valves Reduced installation cost

Variable frequency drives for rates up to 40 ppm Increased throughput, less time to commission

Designed to accept additional urethane belts More flexibility for various product sizes and weights

Transfer “on-the-fly” Maximum throughput
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This Pick Zone Module utilizes a reversing 
ERS that sorts either left or right “on-the-fly” 
into adjacent powered conveyor pick zones, 
providing a cost-effective pick-or-pass 
order-fulfillment solution.

Benef i ts

TGW Systems (formerly ERMANCO) manufactures high quality conveyor, sortation and automated
material handling technologies. As one of the world’s largest material handling companies, we support a 
network of authorized System Integrators, by providing equipment and engineering support, along with 
the industry’s best warranty. TGW solutions and material handling equipment offer increased efficiency 
and higher productivity. TGW is a global company with more than 1,300 employees worldwide. 
Learn more at www.tgw-group.com.

The ERS is combined with other line-shaft conveyors to form the pick zone module, a 

cost-effective pick-or-pass zone-picking solution for split-case order fulfi l lment. The 

anti-roll-off device makes the transfer ideal for high throughput applications such as 

the pick zone module. Throughput rates up to 40 cartons per minute can be obtained 

with the self-powered, high-speed reversing ERS.  


